Technical Data Sheet (TDS):

Specifications

Model: STB183-1000 Power: 4.8W/6W/10W
Light Source: 2835 Input Voltage: DC24V

Colour Rendering Index: Ra=90 Main Material: Aluminium+PC
Driver: Remote Installation Method: Open-mounted
Luminaire Luminous Flux: 878 Lumen Luminous Efficiency: 95 Lumen/W
Structure: Fixed Beam Angle: 120°

IP Rating: IP 20 Colour Temperature: []2700K []3000K []4200K [15700K
Dimensions: 1000mm Cutout: —

Insulation Class: Class 3 Optics Accessories: —

Intelligent Control: [1(Non-Dim)  [I(Triac) [JDALI  [Jo-1ov [JPWM []DMX512

Finish: []SG

Photometric and Luminous Intensity Distribution Curve

90 90

H(m) EO(Ix) Dh/Dv_B(m) S _B(sq.m) Eav_B(lx)
75 7 10 288.17 3.22/3.05 8.2 4429
60 60 20 72.04 6.45/6.10 327 11.07
15 15 3.0 32.02 9.67/9.15 73.5 4.92
. 15 :?'3,” 15 v 40 18.01 12.89/12.20 130.7 277
*Average Diffuse Angle(50%): 29.6° R 5.0 11,53 16.12/15.25 2042 1.77
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